SAFETY INFORMATION SHEET   91/155/EEC    
Issue 30/09/98

Date of printing: 02/11/99

SOFT FINISH MATT

1. PRODUCT AND MANUFACTURER IDENTIFICATION

1.1 Product identification: SOFT FINISH MATT

1.2 Manufacturer identification: UNITERS SPA





Via Enrico De Nicola,1   36075 Montecchio Maggiore (VI)




Tel. 0444-499099  Fax 0444-499106

2. COMPOSITION/INFORMATION ON COMPONENTS

2.1 Chemical composition

Watery emulsion of plasticated cellulose nitrate

2.2 Components

Substance

% in weight

Symbol
Hazard warnings

n-butyl acetate

8-15%




R10 - flammable

CAS No. 123-86-4

xylenes


6-10%




R10 - flammable 

(mixture of isomers)

CAS No. 1330-20-7


cellulose nitrate 
6-10%




F - highly flammable

(with nitrogen content 





R11 - highly flammable

<12.6%)

CAS No. 9004-70-0

3. HAZARD IDENTIFICATION

hazard symbol 

hazard warning

R10 - flammable 

4. FIRST AID

In the event of contact, inhalation or swallowing, the following general first aid measures must be taken:

4.1 Inhalation

Move the person to a warm well-ventilated area and leave him/her to rest. If breathing is irregular or has stopped, perform artificial respiration. If the symptoms persist, seek medical advice.  

4.2 Skin contact

Wash with plenty of water. Remove contaminated clothing. 

4.3 Eye contact

Wash with water keeping the eyelids open for at least 15 minutes. If the irritation persists seek medical advice. 

4.4 Swallowing

Only induce vomiting if instructed to do so by a doctor. Do not administer anything by mouth if the person is unconscious. Seek medical advice immediately. 

5. FIRE PRECAUTIONS

Suitable extinguishing products: water mist, CO2, foams and powders. 

Extinguishing products not to be used: do not use direct jets of water. 

Use water to cool the containers to prevent creating overpressure with consequent danger of explosion or breakage of the containers. 

Combustion produces substances harmful to human health such as nitric oxide and carbon monoxide. 

Wear complete fireproof clothing with breathing apparatus. 

6. PRECAUTIONS IN THE EVENT OF ACCIDENTAL LEAKAGE

Keep away from all sources of ignition and ventilate the area. 

Wear goggles, gloves and, in conditions of poor ventilation, a mask with filter for organic vapours. 

Absorb the leak with inert material, keeping it well away from water courses and drainage systems. 

Collect with sand, sawdust or other inert absorbent material and place in suitable containers. 

7. HANDLING AND STORAGE

7.1 Handling

Wear goggles, gloves and, in conditions of poor ventilation, a mask with filter for organic vapours.

Do not breathe the fumes or vapours. 

Do not smoke or eat when using the product. 

Keep the container closed when not being used. Exercise caution when opening the containers as they could be pressurised. 

7.2 Storage

Store the tightly closed containers in a cool ventilated place away from sources of heat, sparks and flames. 

Store the product away from strong oxidising agents. 

Do not allow unauthorised persons to access the storage areas. 

8. EXPOSURE CONTROL/INDIVIDUAL PROTECTION

Workplaces must be adequately ventilated, if necessary with installation of suitable air exchange systems. 

n-butyl acetate
TLV/TWA: 150 ppm   710 mg/m3
xylenes

TLV/TWA: 100 ppm   435 mg/m3
8.1 Respiratory protection

When concentrations are above the exposure limits or if ventilation is inadequate, a mask with filter for organic vapours must be used. 

8.2 Hand protection

Protective gloves. 

8.3 Eye protection

Protective goggles. 

8.4 Skin protection

Overalls. 

8.5 Further precautions

Provide medical check-ups according to the procedures and frequencies established by the factory medical officer. 

9. PHYSICAL AND CHEMICAL PROPERTIES

physical state

dense liquid

colour



white

smell



typical

pH value


8.0+/-0.5

boiling point/range

density




solubility in water

soluble

flammability


flammable

flash point


approx. 23°C

explodibility
the product is not explosive but explosive air/vapour mixtures can form

10. STABILITY AND REACTIVITY

10.1 Conditions to be avoided

No known conditions to be avoided.

10.2 Substances to be avoided

No known substances to be avoided.

10.3 Hazardous decomposition products

The product is stable in normal storage conditions. 

Combustion produces toxic gases such as nitric oxide and carbon monoxide.

11. TOXICOLOGICAL INFORMATION

The information given below refers to the toxicological behaviour of the components. 

Eye and skin contact

Prolonged or repeated exposure to the liquid can irritate the eyes (conjunctivitis) and skin (dermatitis). 

Inhalation

Exposure to the solvent vapours in concentrations above the Professional Exposure Limit can damage human health causing, for example, irritation of the mucous membranes and respiratory passages. 

The vapours can cause headache and nausea. 

12. ECOLOGICAL INFORMATION

Use in accordance with good working practice, avoiding dispersion of the product in the environment. 

13. DISPOSAL

Never discharge the product into drainage systems or surface or underground water. 

Call authorised firms for disposal in compliance with regional and national regulations. 

Packaging: do not leave empty containers lying around. 

Non-contaminated packaging can be re-used. 

Non-recyclable packaging must be eliminated in the same way as the product. 

14. INFORMATION ON TRANSPORT

GGVSee/IMDG code  3.3
ONU No.  1263
MFAG    310
EmS    3-07

PG: III
MPO



GGVE/GGVS: class
No.
RID/ADR class 3,31°c)


Warning signals:
Danger no.    30
Substance no.    1263


ADNR: class      No.
CAT
ICAO/IATA class
UN NO.

14.1 RID/ADR: cl. 3,31°c), ONU no. 1263, PG.III

14.2 IMO/IMDG: cl. 3.3, UN no. 1263 - paint (contains n-butyl acetate), PG.III

14.3 ICAO/IATA:

15. INFORMATION ON LAWS

Labelling according to EEC directives:

hazard symbol

hazard warnings

R10 - flammable

Precautions

S16 - Keep away from sources of ignition - No smoking

S25 - Avoid contact with eyes

S33 - Take precautionary measures against static discharges

S37/39 - Wear suitable gloves and eye/face protection

16. FURTHER INFORMATION

This sheet has been drawn up in accordance with the community regulations assimilated at national level under the Ministerial Decree 28-1-92. 

GENERAL REFERENCES

-    Sax, Dangerous Properties of Industrial Materials - 8th Edition   

· ADR agreement and additional regulations on hazardous goods dated 1.7.97 - EGAF

· Handbook of Existing and New Chemical Substances (MITI) - 7th Edition

· Decree Law of 3.2.97 no. 52 concerning classification, packaging and labelling of dangerous substances

· EEC directive 88/379 dated 7.6.1988 and subsequent amendments for harmonisation of regulatory and administrative legislative provisions concerning classification, packaging and labelling of hazardous substances - Attachment 1 of same directive 88/379/EEC. 

NOTE

The information contained in this sheet is based on our knowledge at the date of the last edition. 

The regulations and provisions in force must be observed by the consignee of our products under its own responsibility. 

SAFETY INFORMATION SHEET   91/155/EEC    
Issue 30/09/98

Date of printing: 02/11/99

SOFT FINISH GLOSS

1. PRODUCT AND MANUFACTURER IDENTIFICATION

1.1 Product identification: SOFT FINISH GLOSS

1.2 Manufacturer identification: UNITERS Spa





         Via E. De Nicola, 1 - 36075 Montecchio Maggiore  (VI)





         tel.  0444-499099  fax 0444 -499106

2. COMPOSITION/INFORMATION ON COMPONENTS

2.1 Chemical composition

Cellulose nitrate lake in watery emulsion

2.2 Components

Substance

% in weight

Symbol
Hazard warnings

n-butyl acetate

5-10%




R10 - flammable

CAS No. 123-86-4

xylenes


5-10%




R10 - flammable 

(mixture of isomers)

CAS No. 1330-20-7


cellulose nitrate 
6-8%




F - highly flammable

(with nitrogen content 





R11 - highly flammable

<12.6%)

CAS No. 9004-70-0

3. HAZARD IDENTIFICATION

hazard symbol 

hazard warning

R10 - flammable 

4. FIRST AID

In the event of contact, inhalation or swallowing, the following general first aid measures must be taken:

4.1 Inhalation

Move the person to a warm well-ventilated area and leave him/her to rest. If breathing is irregular or has stopped, perform artificial respiration. If the symptoms persist, seek medical advice.  

4.2 Skin contact

Wash with plenty of water. Remove contaminated clothing. If the irritation persists, seek medical advice. 

4.3 Eye contact

Wash with water keeping the eyelids open for at least 15 minutes. If the irritation persists seek medical advice. 

4.4 Swallowing

Only induce vomiting if instructed to do so by a doctor. Do not administer anything by mouth if the person is unconscious. Seek medical advice immediately. 

5. FIRE PRECAUTIONS

Suitable extinguishing products: water mist, CO2, foams and powders. 

Extinguishing products not to be used: do not use direct jets of water. 

Use water to cool the containers to prevent creating overpressure with consequent danger of explosion or breakage of the containers. 

Combustion produces substances harmful to human health such as nitric oxide and carbon monoxide. 

Wear complete fireproof clothing with breathing apparatus. 

6. PRECAUTIONS IN THE EVENT OF ACCIDENTAL LEAKAGE

Keep away from all sources of ignition and ventilate the area. 

Wear goggles, gloves and, in conditions of poor ventilation, a mask with filter for organic vapours. 

Absorb the leak with inert material, keeping it well away from water courses and drainage systems. 

Collect the leaked product and place in a waterproof container. 

Do not allow the cellulose nitrate to dry out. Dry cellulose nitrate is a serious fire hazard and has explosive properties. 

7. HANDLING AND STORAGE

7.1 Handling

Wear goggles, gloves and, in conditions of poor ventilation, a mask with filter for organic vapours.

Do not breathe the fumes or vapours. 

Take precautionary measures against static discharges.

Do not smoke or eat when using the product. 

Keep the container closed when not being used. Exercise caution when opening the containers as they could be pressurised. 

7.2 Storage

Store the tightly closed containers in a cool ventilated place away from sources of heat, sparks and flames. 

Store the product away from bases, strong oxidising agents and comburent materials. 

Do not allow unauthorised persons to access the storage areas. 

8. EXPOSURE CONTROL/INDIVIDUAL PROTECTION

Workplaces must be adequately ventilated, if necessary with installation of suitable air exchange systems. 

n-butyl acetate
TLV/TWA: 150 ppm   710 mg/m3
xylenes

TLV/TWA: 100 ppm   435 mg/m3
8.1 Respiratory protection

When concentrations are above the exposure limits, or if ventilation is inadequate, a mask with filter for organic vapours must be used. 

8.2 Hand protection

Protective gloves. 

8.3 Eye protection

Protective goggles. 

8.4 Skin protection

Overalls. 

8.5 Further precautions

Provide medical check-ups according to the procedures and frequencies established by the factory medical officer. 

9. PHYSICAL AND CHEMICAL PROPERTIES

physical state

dense liquid

colour



white

smell



typical

pH value


8.0+/-0.5

boiling point/range

density




solubility in water

soluble

flammability


flammable

flash point


approx. 23°C

explodibility
the product is not explosive but explosive air/vapour mixtures can form

10. STABILITY AND REACTIVITY

10.1 Conditions to be avoided

Do not expose to sunlight.

Take precautionary measures against static discharges.

10.2 Substances to be avoided

Strong oxidising agents, alkalis and comburent materials. 

10.3 Hazardous decomposition products

The product is stable in normal storage conditions. 

Combustion produces toxic gases such as nitric oxide and carbon monoxide.

11. TOXICOLOGICAL INFORMATION

The information given below refers to the toxicological behaviour of the components. 

Eye and skin contact

Prolonged or repeated exposure to the liquid can irritate the eyes (conjunctivitis) and skin (dermatitis). 

Inhalation

Exposure to the solvent vapours in concentrations above the Professional Exposure Limit can damage human health causing, for example, irritation of the mucous membranes and respiratory passages. 

The vapours can cause headache and nausea. 

12. ECOLOGICAL INFORMATION

Use in accordance with good working practice, avoiding dispersion of the product in the environment. 

13. DISPOSAL

Never discharge the product into drainage systems or surface or underground water. 

Call authorised firms for disposal in compliance with regional and national regulations. 

Packaging: do not leave empty containers lying around. 

Non-contaminated packaging can be re-used. 

Non-recyclable packaging must be eliminated in the same way as the product. 

14. INFORMATION ON TRANSPORT

GGVSee/IMDG code  3.3
ONU No.  1993
MFAG    310
EmS    3-07

PG: III
MPO



GGVE/GGVS: class
No.
RID/ADR class 3,31°c)


Warning signals:
Danger no.    30
Substance no.    1993


ADNR: class      No.
CAT
ICAO/IATA class    3
UN NO.   1993

14.1 RID/ADR: cl. 3,31°c), ONU no. 1993, PG.III

14.2 IMO/IMDG: cl. 3.3, UN no. 1993 - flammable liquid, n.o.s.(contains n-butyl acetate),

           PG.III

14.3 ICAO/IATA:

15. INFORMATION ON LAWS

Labelling according to EEC directives:

hazard symbol

hazard warnings

R10 - flammable

Precautions

S16 - Keep away from sources of ignition - No smoking

S25 - Avoid contact with eyes

S33 - Take precautionary measures against static discharges

S37/39 - Wear suitable gloves and eye/face protection

16. FURTHER INFORMATION

This sheet has been drawn up in accordance with the community regulations assimilated at national level under the Ministerial Decree 28-1-92. 

GENERAL REFERENCES

-    Sax, Dangerous Properties of Industrial Materials - 8th Edition   

· ADR agreement and additional regulations on hazardous goods dated 1.7.97 - EGAF

· Handbook of Existing and New Chemical Substances (MITI) - 7th Edition

· Decree Law of 3.2.97 no. 52 concerning classification, packaging and labelling of dangerous substances

· EEC directive 88/379 dated 7.6.1988 and subsequent amendments for harmonisation of regulatory and administrative legislative provisions concerning classification, packaging and labelling of hazardous substances - Attachment 1 of same directive 88/379/EEC. 

NOTE

The information contained in this sheet is based on our knowledge at the date of the last edition. 

The regulations and provisions in force must be observed by the consignee of our products under its own responsibility. 

