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Not classified as Hazardous according to the criteria of NOHSC
	1. SUBSTANCE IDENTIFICATION/ PREPARATION AND COMPANY  DETAILS


Product Name:

SAFE SILK SPOTTER

Supplier:

Stelco Chemicals Pty Ltd

ACN:


660 842 321 

Street Address:
46 – 48 Henderson Road



Rowville             3178



Australia

Telephone:

+61 3 9763 5733

Facsimile:

+61 3 9763 8243

Emergency Telephone Number:
0412 318 882

	2. COMPOSITION/INFORMATION ON INGREDIENTS


Recommended use:
Prespotter for silk fabrics.

Appearance:
White liquid with a hydrocarbon solvent odour.



CHEMICAL ENTITY



CAS NO.
PROPORTION



--------------------------------------------------------------------------------------------------------------



Petroleum solvent



        -

   HIGH



Non-hazardous components


        -

   MED










    100%



Proportion (% weight per weight):





VHIGH >60, HIGH 30-60, MED 10-29, LOW 1-9, VLOW <1

All the constituents of this material are listed on the Australian Inventory of Chemical Substances (AICS).

	3. HAZARDS INDENTIFICATION


Not classified as hazardous according to criteria of NOHSC.

Classified as Dangerous Goods for the purpose of transport by road or rail.  Refer to relevant regulations for storage and transport requirements

Class:

3   Flammable Liquid
Poisons Schedule (Aust)/Toxic Substance (NZ):  S5

This material is a Scheduled Poison S5 and must be stored, maintained and used in accordance with the relevant regulations.

	4. FIRST AID MEASURES


If poisoning occurs, contact a doctor or Poisons Information Centre. (Phone Australia 131 126; New Zealand 03 474 7000) 

Ingestion:
Rinse mouth with water. Give water to drink  Do NOT induce vomiting.  Seek immediate medical assistance.

Eye contact:
Irrigate with copious quantities of water for at least 15 minutes. In all cases of eye contamination it is a sensible precaution to seek medical advice. 

Skin contact:
Immediately wash contaminated skin with plenty of soap and water. Remove contaminated clothing and wash before reuse. If irritation occurs seek medical advice.

Inhalation:
Remove victim from exposure - avoid becoming a casualty. Remove contaminated clothing and loosen remaining clothing. Allow patient to assume most comfortable position and keep warm. Keep at rest until fully recovered.  If breathing laboured and patient cyanotic (blue), ensure airways are clear and have qualified person give oxygen through a face mask.  If breathing has stopped apply artificial respiration at once.  In event of cardiac arrest, apply external cardiac massage.  Seek medical advice.
Notes to physician:
Treat symptomatically and as for exposure to liquid hydrocarbons.

	5. FIRE-FIGHTING MEASURES


Specific Hazards:
Flammable liquid.  Avoid all ignition sources.  Flameproof equipment necessary in area where this chemical is being used.  Nearby equipment must be earthed.  Vapour may travel a considerable distance to source of ignition and flash back.  

Fire fighting further advice:
Flammable liquid.  On burning will emit toxic fumes.  If safe to do so, remove containers from path of fire.  Keep containers cool with water spray  Fire fighters to wear self-contained breathing apparatus if risk of exposure to vapour or products of combustion. 

Suitable extinguishing media: Foam, dry agent (carbon dioxide, dry chemical powder).

	6. ACCIDENTAL RELEASE MEASURES


Shut off all possible sources of ignition.  Increase ventilation.  Wear protective equipment to prevent skin and eye contamination and inhalation of vapours. Contain - prevent runoff into drains and waterways. Use absorbent (soil, sand, vermiculite or other inert material). Collect using a spark free shovel, and seal in properly labelled containers for disposal. Wash area down with detergent and excess water.  If contamination of sewers or waterways has occurred advise the local emergency services.

	7. HANDLING AND STORAGE


Storage:  Store in a cool place and out of direct sunlight.  Store in well ventilated area.  Store away from oxidising agents, foodstuffs and sources of heat or ignition.  Keep containers closed at all times - check regularly for leaks. 

This material is a Scheduled Poison S5 and must be stored, maintained and used in accordance with the relevant regulations.

	8. EXPOSURE CONTROLS / PERSONAL PROTECTION


National occupational exposure limits:
No value assigned for this specific material by the National Occupational Health and Safety Commission      (Worksafe Australia).

Engineering measures:  Use in well ventilated area or while wearing organic vapour respirator.  Vapour heavier than air – prevent concentration in hollows or sumps.  DO NOT enter confined spaces where vapour may have collected.  Keep containers closed when not in use.

Personal protection equipment:  OVERALLS, SAFETY SHOES, SAFETY GLASSES, GLOVES(S). 

Avoid eye contact, repeated or prolonged skin contact, and inhalation of vapours.  Wear overalls, safety glasses and impervious gloves. Use with adequate ventilation.   Always wash hands before smoking, eating, drinking or using the toilet.  If risk of inhalation of high levels of vapour exists, wear organic vapour respirator meeting the requirements of AS/NZS 1715 and AS/NZS 1716. 

	9. PHYSICAL AND CHEMICAL PROPERTIES


Form / Colour / Odour:

White liquid with a hydrocarbon solvent odour.

Solubility:
Practically insoluble in water.  Soluble in most organic solvents.


Specific Gravity (20C)

:   0.92




Rel Vapour Density (air=1)
:   > 1


Boiling Point (C
)

:   160




Flash Point (C)        

:   40(C



% Volatile by volume

:   93.5



pH (10% aq disp)

:   6.0-6.5

	10. STABILITY AND REACTIVITY


Stability: Reacts with oxidising agents.

	11. TOXICOLOGICAL INFORMATION


Main symptoms: No adverse health effects expected if the product is handled in accordance with this Safety data Sheet and the product label. Symptoms that may arise if the product is mishandled are:

Ingestion: Swallowing can result in nausea, vomiting and central nervous system depression.  If the victim is uncoordinated there is a greater likelihood of vomit entering the lungs and causing subsequent complications.

Eye contact: 
May be an eye irritant . 

Skin contact:
Contact with the skin may result in irritation.  Will have a degreasing action on the skin.  Repeated or prolonged skin contact may lead to irritant contact dermatitis.

Inhalation: Vapour may be irritant to mucous membranes and respiratory tract.  Inhalation of vapour can result in headaches, dizziness and possible nausea.  Inhalation of high concentrations can produce central nervous system depression, which can lead to loss of coordination, impaired judgement and, if exposure is prolonged, unconsciousness.

Long term effects:  No information available for product.
Acute toxicity / Chronic toxicity

No LD50 data available for product.   The toxicity of the product may be attributed to the solvents it contains.  Additive effects may occur with mixtures of solvents.  Similar effects can occur where the consumption of alcohol is also involved.

	12. ECOLOGICAL INFORMATION


Avoid contaminating waterways.

	13. DISPOSAL CONSIDERATIONS


Refer to State Land Waste Management Authority.  Advise flammable nature.  Normally suitable for incineration by approved agent.

	14. TRANSPORT  INFORMATION


Classified as Dangerous Goods for the purpose of transport by road or rail.  Refer to relevant regulations for storage and transport requirements. 

UN-No:  


1993

Class:



3   Flammable Liquid

Hazchem code:

3[Y]

EPG:



3A1

Packing group:

Packing Group 3

Proper shipping name:
FLAMMABLE LIQUID, N.O.S. (CONTAINS PETROLEUM SPIRIT)

Segregation Dangerous Goods:  Not to be loaded with explosives (Class 1), flammable gases (Class 2.1), if both are in bulk, poison gases (Class 2.3), spontaneously combustible substances (Class 4.2), oxidising agents (Class 5.1), organic peroxides (Class 5.2) or radioactive substances (Class 7), however exemptions may apply.

Marine Transport:   

Classified as Dangerous Goods by the criteria of the International Maritime Dangerous Goods Code (IMDG Code) for transport by sea.

UN No:



1993

Class-primary:


3  Flammable Liquid

Packing Group:

III

Proper Shipping Name:
FLAMMABLE LIQUID, N.O.S. (CONTAINS PETROLEUM SPIRITS)

Air Transport:


Classified as Dangerous Goods by the criteria of the International Air

                                               Transport Association (IATA) Dangerous Goods Regulations for transport by air.

UN No:



1993

Class-primary:


3  Flammable Liquid

Packing Group:

III

Proper Shipping Name:
FLAMMABLE LIQUID, N.O.S. (CONTAINS PETROLEUM SPIRITS)

	15. REGULATORY INFORMATION


Not classified as hazardous according to criteria of  NOHSC

Poisons Schedule (Aust) / Toxic Substance (NZ):
S5

	 16. OTHER INFORMATION


This Material Safety Data sheet has been prepared by Stelco Chemicals Pty Ltd

This MSDS summarises at the date of issue our best knowledge of the health and safety information of the product, and in particular how to safely handle and use the product in the workplace. As each workplace is different each user must, prior to use, review thus MSDS in the context of how the user intends to handle and use the product in the workplace.

If clarification of further information is needed to ensure that an appropriate assessment can be made, the user should contact this company.
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